
Microfinish Task
Through feed finishing of shock absorber rods for high
production with up to 6 m/min rod through feed speed.

Microfinish Advantages
Improvement of surface roughness, surface texture and waviness.

Special Machine Features
• Feed rollers with up to 1100 mm length, fast feed roller change
• Use of 10 stone guides for optimal results
• Stone pressing and lift control via pneumatic proportional valves

Short changeover times

Fast change stone holders

Pressure control by 
proportional valves

www.thielenhaus.com

Microfinish for Shock Absorber Rods

Infinity



Thielenhaus Infinity with loading/ 
unloading device

Thielenhaus Microfinish do Brasil
Rua Dona Francisca, 8300 - 
Sala 7 – Unid. 15 – Bloco L
Condomínio Perini Business Park
CEP 89219-600  Joinville/SC, Brazil
 +55 47 9994-6094
 henrique.muhle@thielenhaus.ind.br
 www.thielenhaus.us

Thielenhaus Technologies GmbH
Schwesterstraße 50
42285 Wuppertal, Germany
 +49 (0)2 02 - 4 81-0  
 +49 (0)2 02 - 45 04 45
 info@thielenhaus.com
 www.thielenhaus.com

Thielenhaus Technologies GmbH
Automotive Innovation
Am Bach 14 a
78098 Triberg, Germany 
 +49 (0) 175 - 4 35 13 57
 lauble@thielenhaus.com
 www.thielenhaus.com

Thielenhaus Superfinish Innovation AG
St. Gallerstraße 52
9548 Matzingen, Switzerland
 +41 (0) 5 23 76 26 20
 +41 (0) 5 23 76 26 19
 info@superfinish.ch
 www.superfinish.ch

Thielenhaus Microfinish Corp.
42925 W. Nine Mile Road
Novi, MI 48375, U.S.A.
 +1 2 48 3 49-94 50  
 +1 2 48 3 49-94 57
 info@thielenhaus.us
 www.thielenhaus.us

Thielenhaus Machinery (Shanghai) Co., Ltd
Jiangtian Dong Lu 212, building 7 
Songjiang Industrial Zone
201613 Shanghai, P.R. China
 +86 21 67 75 31 57
 +86 21 33 52 87 67
 info@thielenhaus.cn
 www.thielenhaus.cn

Thielenhaus Microfinish INDIA PVT LTD
M-14, 7th Cross
Peenya 1st Stage, Peenya Industrial Area
Bangalore -560058. Karnataka State, India
 +91 77 19 02 22 00
 +91 95 52 28 83 00
 skartha@thielenhaus.in
 www.thielenhaus.us

Infinity
The Infinity is Thielenhaus solution for through feed finishing of shock absorber rods.

• Loading and unloading system with magazine
• 3 - mass oscillator, pneumatically driven
• Vertical NC - axis for height adjustment of the 

oscillation unit
• Use of 10 stone guides for optimal finishing 

results
• Fast changeover of less than 30 min

• Direct drives of the feed rollers via AC servo 
drives

• Rollers with up to 1100 mm length, fast feed 
roller change

• Quick change of stones and stone holders
• Stone pressing and lift control via pneumatic 

proportional valves
• Pressure setting via machining program

Before Microfinish
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Modified Profile 3/21/2018 10:48:59 AMDIAMETER 22mm BEFORE FINISH - Reanalysis Required
3/21/2018 10:48:31 AM22mm B01-1 - 10.1mm/Admin/PGI10 
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After Microfinish

Ra 0.0926µm
Rz 0.6156
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Modified Profile 4/2/2018 2:51:44 PM Diameter 22MM after finish - Reanalysis Required
4/2/2018 2:51:17 PM22MM A01-1 - 10.1mm/Admin/PGI10 
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Example for 
machining results


